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r2:-CAGE 13. SPI NO.1. PART OR DRAWING NO.

16266438 16764 14704621
I 6. REVISION15:-bATE4. NATIONAL STOCK NO.

05-21-01

10. UNIT PACK CU

0.012

5962-01-470-4621

111. UNIT PACK SIZE

4.8 X 2.8 X 1.5

7. aup 9. UNIT PACK WT

0.2

8. ICQ

SEE NOTE G1 EA

12. MILITARY PRESERVATION 1 18. 1 19.
MIL-STD-2073C, METHOD 41-(MODIFI~D) STEPS REaD

20.
DESCRIPTION

1-8 SPECIAL PACKAGING INSTRUCTIONS.
2-C 1 CUSHIONING: PPP-C-1797 TYPE II 1/8-INCH THICK

SIZE: 3-1/2 X 5.

13. CLEANING

MIL-STD-2073-1C

14. DRYING
MIL-STD-2073-1C 1 BAG: MIL-B-117, TYPE I CL. F STYLE 1, SIZE: 4 X 5.

15. PACKING 4-E 1 CONTAINER: ASTM-D 5118.n.pE CF. CL. WR. GR. W5c.

a. LEVEL A
MIL-STD-2073-1C AND NOTE H

--
STYLE FOL. SIZE: 2-1/2 X 1-1/4 X 4.

b. LEVEL B
MIL-STD-2073-1C AND NOTE H

16. MARKING
MIL-STD-129 AND NOTE F

17. NOTES/DRAWING

A. PRESERVATION AND PACKING SHALL BE INSPECTED IN ACCORDANCE WITH MIL-STD-2073-1C.

B. INFORMATION ON APPROVED ESD WORK AREAS CAN BE FOUND IN MIL-STD-1686 AND MIL-HDB-263A.

C. WRAP CUSHIONING AROUND ITEM.

D. CLOSE BAG BY HEAT SEALING.

E. CLOSURE SHALL BE IN ACCORDANCE WITH ASTM-D 1974, METHOD 1D.

F. UNIT (BAG AND BOX), INTERMEDIATE, AND EXTERIOR PACKS SHALL ALSO INCLUDE SENSITIVE ELECTRONIC DEVICE
MARKINGS, IN ACCORDANCE WITH MIL-STD-129.

G. INTERMEDIATE PACK SHALL CONSIS OF ONE HUNDRED UNIT PACKS. CONTAINER: ASTM-D 5118, TYPE CF, CLASS WR;
CLOSURE: ASTM-D 5486, TYPE III TAPE. CLOSURE SHALL BE IN ACCORDANCE WITH ASTM-D 1974, METHOD 1D.

H. PACKING:

LEVEL A PACKING SHALL BE ACCOMPLISHED USING CLEATED-PL YWOOD BOXES, OVERSEAS TYPE, CONFORMING TO
PPP-B-601 OR NAILED WOOD BOXES CONFORMING TO PPP-B-621, CLASS 2, STYLE 4.

LEVEL B PACKING SHALL BE ACCOMPLISHED USING FIBERBOARD BOXES, WEATHER RESISTANT CLASS, FABRICATE
IN AGCORDANCE WITH ASTM-D 5118; OR TRIPLEWALL, CORRUGATED FIBERBOARD BOXES, CLASS 2, CONFORMING TO

ASTM-D 5118.

Page 1 of 1 Pages

Desioned usino Perlorm Pro WHS/DIOR, Jun

00 FORM 2169, JUN 1997 (EG) PREVIOUS EDITIONS ARE OBSOLETE.


